POWER SUPPLY 24V UL

011-9282330

General
60 W | DALI-2

Electrical

350 mA

PC2

60 W

Dim DALLI, Dim Dali 2

min 110 V

max 305V

n 87 %

Not yet specified! (use PM Converter Output
Window)

min 50 Hz

max 60 Hz

constant current 350 mA

Physical
length 176 mm
width 45 mm
height 32 mm

L

['011-9282330'] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a

tolerance of +/- 10%, those for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially
subject to a tolerance of +/- 150 K. No liability is assumed for typographical or printing errors. The general terms and conditions of XAL GmbH apply.
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POWER SUPPLY 24V UL

011-9282330

Circuit Breaker Types

L

Automatic Circuit Number of
Breaker Type Converters
B16 25
(63(5} 36
['011-9282330'] The technical data represent rated values for an ambient temperature of 25°C. The data values for the luminous flux are initially subject to a 15.04.2025

tolerance of +/- 10%, those for the electrical connected load are initially subject to a tolerance of +/- 10%, and those for the colour temperature are initially
subject to a tolerance of +/- 150 K. No liability is assumed for typographical or printing errors. The general terms and conditions of XAL GmbH apply.
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