WL FRAME /MINO 40

SPOTLIGHT insets

profiles 40

EN Cylindrical spotlight made of aluminium;
powder coated; spotlight can be installed
without tools in MINO 40 system or

FRAME 40 system; choice of single lamp

or double lamps; spotlight head rotatable
(SASSO 40) or rotatable and tiltable (BO);
converter in the adapter; high quality,
aluminium, vapour deposition coated reflector
with faceted design; precise radiation charac-
teristics with different beam angles; optional
asym. light distribution; good glare reduction
due to recessed light point plane; optical
attachments as accessories; COB (Chip on
Board) technology for maximum efficiency;
no multiple shadows; energy-eff. LEDs - very
good colour rendering

ES Proyector cilindrico de aluminio; recubierto
de polvo; foco puede montarse en el sistema
MINO 40 o en el sistema FRAME 40 sin herra-
mientas; con una o dos luces; cabezal de foco
giratorio (SASSO 40) o giratorio e inclinable
(BO); driver en el adaptador; reflector de alta
calidad vaporizado de aluminio con revesti-
miento de facetas esféricas; caracteristica

de emisioén precisa con diferentes angulos de
emision; opcional distribucion asimétrica; buen
control del deslumbramiento mediante plano
de punto de luz retranqueado; los accesorios
opticos como accesorios; con tecnologia COB
(Chip on Board) para eficiencia maxima; no
sombras multiples; LED energét. efic. - exce-
lente reprod. crom.

Quickinfo

3000K, 4000K

CRI=90, 2 SDCM

BO 32 up to 79Im/W

BO 45 up to 85Im/W
SASSO 40 up to 84Im/W
L80 @ 50000h

DALI-2

Types

BO 32

2 lamps

SASSO 40 wallwasher floor

2 lamps 1lamp
e
O Oe N
045 045
Colours

O®

Light distributions

spot med. flood wall
floor
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Data
Monitoring

DiiA® standards
251, 252, 253

wallwasher floor
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snap-in system
(patent pending)

O

wallwasher

360° rotatable floor



Order options

3000K 0
4000K 1
DALI-2

4
O traffic white RAL 9016 7
@ jet black RAL 9005 8

A
spot 18° S
medium 23° M
flood 37° F

A
spot 14° S
medium 24° M
flood 39° F

LUMINOUS FLUX value calculated for
4000K, CRI=90, colour white, medium

3000K -5%

300

ML

BO 32
w
S0 | CRI | | ©r| |~Mel-
® o 290 2-SDCM 1ADDR. 220240V X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE

206 W 2x810Im 042-0610::3@4A
honeycomb louver 007-1965168
BO 45
‘ Qx| | CRI| | B | | G| e

® o 290 2-SDCM 1ADDR 220240V X-PERT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE

15W

spot 1060Im

042-0520::34@S

15.9W

medium, flood 13401m

042-0520::34A

honeycomb louver

007-1965188

SYSTEM POWER
30w

LUMINOUS FLUX
spot 2x1060Im

ORDER CODE
042-0620::34S

32w

medium, flood 2x1340Im

042-0620::34aA

honeycomb louver

007-1965188

SASSO 40 wallwasher/floor

2 CRI A | | €| ek
360" 290 2-SDCM 1ADDR. 220-240V| Xri’EhT X-PERT
SYSTEM POWER LUMINOUS FLUX ORDER CODE

9w

659Im

042-0520:3@W

SYSTEM POWER
15.9W

LUMINOUS FLUX
2x659Im

ORDER CODE

042-0620:3@W




