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Protokoll

Sound absorption coefficient according to ISO 11654

Measurement of sound absorption coefficient in a reverberation room

Empty reverberation room:
Relative humidity:
Temperature:

Barometric pressure:

Surface area:
Room volume:
Total room area S;:

Frequencyj Op
f Y1octave
[Hz]

100
125 0,25
160

200
250 0,70
315

400
500 100
630

800
1000 0,90
1250

1600
2000 1,00
2500

3150
4000 100
5000

Anmerkung:

Client: XAL GmbH, Auer- Welsbach-Gasse 36, AT-8055 Graz Date oftest:  29.05.2018
Description: Produktname: TASK ACOUSTIC FAMILY
Object: Aufbau des Priifkdrpers gemas EN ISO 354, Punkt6.2.1

Aufbau bestehend aus insgesamt 15 Stiick TASK ACOUSTIC FAMILY (15x je 1155 mm x 573 mmx 30 mm, L x B x H)
in einem Abstand von d = 50 mmzueinander.

Abstand zum Boden jeweils mit 4x Holzkl6tzchen (80 mmx 50 mm x 200 mm, L x B x H) hergestellt.

Keine umlaufende Rahmenkonstruktion vorhanden.

+PK-Flache: 11,00 m*=3,075mx3,570m
«Abstand vom Boden zur Unterkante des Prufkérpers: d ~200 mm

Reverberation room with object

47,4 % Relative humidity: 69,9 %
20,7 *C Temperature: 22,0 °C
97,1 kPa Barometric pressure: 97,7 kPa
11,00 m?
2443 m*

240,1 m?
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Practical sound absorption coefficient,
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Entspricht gemaR ENISO 11654:1997 (Anhang B, Tabelle B.f)der Schallabsorberklasse: A

Ow= 0,95

2R BH'LQ
Weighted sound absorption coefficient according to ISO 11654 //V
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Abbildung 1: i D des Prii
(entspricht nicht der tatsachlichen Einbausituation)




